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Stage 3  Using the EcoBoost bracket with the EcoBurner

Manufacturer:
EcoBurner Ltd., Unit 5 Airside, Gulf 

Stream Avenue, Airport Business Park, 
Waterford, X91 RF20, Ireland

Model: EcoBoost DEMO KIT
Part number: 1134

Revision: 0001

www.ecoburner.com

Attaching and Removing the EcoBurner
1.

Always place the Eco Burner unlit into the Eco Boost bracket. Align the 
Eco Burner with the Clip Spring arms and push �rmly, level and parallel 
to the base, forcing the spring arms apart. 

2.

The EcoBurner re�ector plate should sit on the Clip Spring arms and be held 
�rmly in position.

3.

Slide the EcoBurner out from the Spring Clip, 
level and parallel to the base.

Lighting the EcoBurner

Always light the EcoBurner before placing into the Clip Spring.
Light using a stick lighter as normal and ensure it is glowing orange before positioning

IMPORTANT HEALTH & SAFETY INFORMATION

You MUST read this safety advice BEFORE handling these magnets to avoid personal injury and / or damage to the 
magnets.

HEART PACEMAKERS:
Keep magnets away from heart pacemakers. The operation of heart pacemakers will be a�ected by the close proximity of a magnet. Magnets 
can set a pacemaker working in a way that is not suitable for the user and that might a�ect their health.

CHILDREN:
DO NOT allow children to handle these magnets, they are too powerful, will cause trapping injuries and can be fatal if swallowed. 

MEDICALLY SENSITIVE ITEMS:
Keep away from credit cards and other magnetically stored media.

SEPARATING STRONG MAGNETS:
It is FIVE times easier to slide magnets apart than it is to pull them apart.

NICKEL ALLERGIES:
These magnets are coated with nickel. If you have a nickel allergy, prolonged contact with skin may cause irritation.
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WARNINGS:
The EcoBoost DEMO KIT is only to be used temporarily to demonstrate the bene�ts of using EcoBoost brackets with the EcoBurner system.
The DEMO KIT brackets are NEVER to be left in place. If EcoBoost brackets are required to be used permanently, a seperate EcoBoost bracket must be purchased.
The magnets contained in the DEMO KIT are extremely strong so the health & safety information below is very important and must be adhered to.
 

The EcoBoost DEMO KIT will require two brackets, each with magnets attached to e�ectively demonstrate how EcoBoost works.
Only one of the brackets should have a clip attached to it and the other bracket, without a clip, should be placed inside the water pan of the cha�ng dish.

Stage 1 Attaching the Spring Clip

Allign the Spring Clip with 
the EcoBoost bracket as 
shown.

Slide the closed end of the 
Spring Clip into the bracket 
central opening.

4.

Squeeze the protruding open ends of the Spring Clip 
together and push these down into the central opening.

Ensure all four legs of the Spring Clip are held 
within the slots as shown.

Attachment of the Spring Clip to one EcoBoost bracket
3.2.1.

Stage 2 Assembly

1.

The bracket with the Spring Clip attached 
is to be used beneath the cha�ng dish.

2.

The bracket without the Spring Clip 
attached will be placed inside the water 
pan. 

3.

Position the two brackets opposite each other with the 
dish between them.

4.

The magnets on both of the brakets will attract 
and hold the brackets together.

5.

The EcoBoost DEMO KIT is now in place and is ready 
to be used to demonstrate the bene�ts of EcoBoost.

Always place the EcoBurner lit and glowing 
orange into the EcoBoost bracket. Align the 
EcoBurner with the Clip Spring arms and push 
�rmly, level and parallel to the base, forcing 
the spring arms apart. 
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